


SPEED: Constant speed 1.5-100 FPM; 
DC variable speed; AC inverter variable
speed.  Other constant or variable speeds
available.  NOTE: CAPACITY CHANGES
WITH SPEED.  100 FPM MAX. WITH
ROLL-TO-ROLL CHAIN DRIVE.

MOTORS: Available through 5 HP in
TEFC, explosion proof, dirty duty, brake
motor, 115/230/1, 575/3, etc.

FLOOR SUPPORTS: Other height 
supports and knee braces available.
See pages 152-155.

ELECTRICAL CONTROLS:  Magnetic
starter (one direction or reversible); one
direction manual starter; momentary
start/stop push button station;
forward/reversing/stop push button 
station; mounting and pre-wiring for units
12'-0" long and under; limit switch,
photo relay; others available.

OPTIONAL EQUIPMENT

1113 week shipment 

45° 36° 30°

"A" "B" "C" "D" "A" "B" "C" "D" "A" "B" "C" "D"

SPECIFICATION TABLE

24" 45" 72-7/8" 44-1/2" 24" 45" 78-1/2" 39-1/32" 24" 45" 81-3/4" 34-3/8"

24" 54" 79-1/4" 50-7/8" 24" 54" 85-3/4" 44-1/8" 24" 54" 89-1/2" 39"

24" 66" 87-3/4" 59-1/2" 24" 66" 95-1/2" 51-1/8" 24" 66" 99-7/8" 45"

30" 45" 78-7/8" 44-1/2" 30" 45" 84-1/2" 39-1/32" 30" 45" 87-3/4" 34-3/8"

30" 54" 85-1/4" 50-7/8" 30" 54" 91-3/4" 44-1/8" 30" 54" 95-1/2" 39"

30" 66" 93-3/4" 59-1/2" 30" 66" 101-1/2" 51-1/8" 30" 66" 105-7/8" 45"

42" 45" 90-7/8" 44-1/2" 42" 45" 96-1/2" 39-1/32" 42" 45" 99-3/4" 34-3/8"

42" 54" 97-1/4" 50-7/8" 42" 54" 103-3/4" 44-1/8" 42" 54" 107-1/2" 39"

42" 66" 105-3/4" 59-1/2" 42" 66" 113-1/2" 51-1/8" 42" 66" 117-7/8" 45"

OPTIONAL UHMW CLEATS & PAINT®


